Produktovy list / 28.07.2025

AK650MB rozvodnice
nasténna, bez dvirek

Kéd produktu 2CPX031817R9999
Typové cislo AK650MB
Varianta 4 montazni desky

POPIS

Rozvodnice fady AK600 jsou uréeny pro nasténnou montaz.

Rozvodnice jsou dodavany nevybavené.

Vyrobky jsou certifikovany jako tplny kryt dle CSN EN 60670-24.

Jmenovité provozni napéti: 400 V AC 50/60 Hz
Jmenovity proud: do 63 A

Rozte¢ mezi listami DIN: 125 mm

Stupen kryti: IP 30

Mechanicka odolnost: IK 07

Barva: RAL 9016

Pocet sloupcl rozvodnice: 1

Pocet fad: 5

Pocet moduld: 60

Rozmeéry § x v x h [mm]: 339 x 828 x 98

Pro vice informaci: AK650MB | ABB

Vhodné pfislusenstvi:
Dvitka Wi-Fi s vétracimi otvory

Dvirka Wi-Fi s vétracimi otvory, pro AK600, Pro AK66**, UK66** | ABB

Dvitka s vétracimi otvory

Dvitka s vétracimi otvory, oceloplechova pro AK600, Pro AK66**, UK66™**

| ABB

DALSI VARIANTY

Varianta
| 1 Montazni
#  Deska
1 2 Montazni
a Desky
= | 3 Montazni
- Desky

Kod produktu

2CPX031814R9999

2CPX031815R9999

2CPX031816R9999


https://new.abb.com/products/cs/2CPX032568R9999/ak612e2
https://new.abb.com/products/2CPX032563R9999/ak612n2
https://new.abb.com/products/2CPX031811R9999/ak636m
https://new.abb.com/products/cs/2CPX031814R9999/ak620mb
https://new.abb.com/products/cs/2CPX031817R9999/ak650mb
https://nizke-napeti.cz.abb.com/dvirka-oceloplechova-pro-ak600-21051/azt620-oceloplechova-dvirka-2cpx031150r9999
https://nizke-napeti.cz.abb.com/dvirka-wi-fi-s-vetracimi-otvory-pro-ak600-21066/azt650w-dvirka-wi-fi-s-vetracimi-otvory-2cpx031161r9999
https://nizke-napeti.cz.abb.com/dvirka-s-vetracimi-otvory-oceloplechova-pro-ak600-21065/azt650v-dvirka-s-vetracimi-otvory-oceloplechova-2cpx031157r9999
https://nizke-napeti.cz.abb.com/dvirka-oceloplechova-pro-ak600-21051/azt620-oceloplechova-dvirka-2cpx031150r9999
https://nizke-napeti.cz.abb.com/dvirka-s-vetracimi-otvory-oceloplechova-pro-ak600-21065/azt650v-dvirka-s-vetracimi-otvory-oceloplechova-2cpx031157r9999

